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Battery: 6V: 6V4.5AH 6V7AH

12V: 12V4.5AH/12V7AH
Drive Motor: 6V: 6V390*1(18000RPM)
                    

                         

                                        

12V: 12V390*2(18000RPM)
Steering Motor: 6V: 6V380*1(5600RPM)

12V: 12V380*1(5600RPM)
Suitable age: 37-95months 
Maximum weight: 25kg
Car Size: 103*58*41cm
Speed: 3-5km/h
Hours of Use: Using 1-2 hours after Charging 8-10 hours
Charger: Input: 100V-240V 50/60HZ
              Output: 6V: 6V0.5A / 6V0.8A, 12V: 12V0.5A / 12V1A
Remote Control Battery : AAA1.5V*2(not provided)                    



1.  Install the front wheels
First, remove the nut and a gasket from the front axle, then install the wheel, gasket and 

nut onto the front axle in turn, tighten the nut with a wrench, and finally install the wheel 

cover on the wheel. Install the front wheel on the other side in the same way

Right

Instructions
Hold down Forward key & Back key for 3 seconds start 
match code, The first LED flicker;
Turn on the car body power now The first LED lit up, 
Match code Success 
Press  S  key set up speed , 1 led lit up is low speed
2 leds lit up is medium speed 3 leds lit up is high speed,   
Back a car is only low speed
Press  P  key hold the brake, All LED flicker
Remoter  10 seconds not run will be standby, Press any 
key wake up.



2. Install the rear wheels
First, remove the nut and gasket from the rear axle, then install the wheel, gasket and 

nut onto the rear axle in turn, tighten the nut with a wrench, and finally install the wheel 

cover on the wheel. Install the rear wheel on the other side in the same way.

3.  Install the steering wheel
First connect the steering wheel cable to the instrument panel, then plug the cable into 

the cable hole, and finally align the steering wheel with the connector

4. Install the windshield
Align the windshield to the body position, and fix the clip to the hole position.



5.Connect the power cord
Connect the power cord to the battery. 

Then turn on the power to check the circuits.

6. Install the seat
First remove the two screws at the front of the seat position, then align the seat to the 

position on the body, and lock it with screws.
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7. Install the rear view mirrors
Distinguish left mirror from the right one. 

Then insert the mirrors into the hole site on the door.
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Step 1: Find the charge hole behind the cover in the left front fender.
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Officially Licensed by AUDI AG

Licensee: Pinghu Qileshi Baby Carrier Co.,Ltd.
(Address:No.1698 Cangdong Road Xincang Town,Pinghu Jiaxing,Zhejiang Province,China).


